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Preface 

Copyright 2011 

All Rights Reserved. 

The information in this document is subject to change without prior notice in order to improve reliability, 
design and function and does not represent a commitment on the part of the manufacturer. 

In no event will the manufacturer be liable for direct, indirect, special, incidental, or consequential 
damages arising out of the use or inability to use the product or documentation, even if advised of the 
possibility of such damages. 

This document contains proprietary information protected by copyright. All rights are reserved. No part of 
this manual may be reproduced by any mechanical, electronic, or other means in any form without prior 
written permission of the manufacturer. 

Limitation of Liability 

While reasonable efforts have been made to ensure the accuracy of this manual, the manufacturer and 
distributor assume no liability resulting from errors or omissions in this manual, or from the use of the 
information contained herein. 
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Specification 

Operating System 

ü {ǳǇǇƻǊǘ ²ƛƴŘƻǿǎ т {ǘŀǊǘŜǊΣ IƻƳŜ .ŀǎƛŎΣ IƻƳŜ tǊŜƳƛǳƳΣ tǊƻŦŜǎǎƛƻƴŀƭΦ 

CPU 

ü LƴǘŜƭϯ !ǘƻƳ
¢a
 ǇǊƻŎŜǎǎƻǊ /ŜŘŀǊǾƛŜǿ 

 N2600 CPU: 1.6GHz/512K L2, 3.5W 

 N2800 CPU: 1.86GHz/512K L2, 6.5W (Option) 

Memory 

ü 55wо {ƛƴƎƭŜ /ƘŀƴƴŜƭΣ уллκмлсс {ƻ-5Laa 5w!a ƳƻŘǳƭŜ мD.κнD.  

Core Logic 

ü LƴǘŜƭϯ baмл 9ȄǇǊŜǎǎ /ƘƛǇǎŜǘ 

Audio Codec 

ü wŜŀƭǘŜƪ ![/нсф-±. 
!Ȋŀƭƛŀ ƛƴǘŜƎǊŀǘŜŘ ŀǳŘƛƻ 
!ƴŀƭƻƎ нΦм 
5о ƳƻŘŜ ǎǳǇǇƻǊǘ 

Card reader (Option) 

ü {ǳǇǇƻǊǘ н-м {5I/κ aa/ aŜƳƻǊȅ /ŀǊŘΦ  

ü ¦{. нΦл ƛƴǘŜǊŦŀŎŜ 

ü {ǳǇǇƻǊǘ ōƻot ŦǊƻƳ /w 

LAN Controller 

ü {ǳǇǇƻǊǘǎ мл ŀƴŘ млл aōκǎŜŎΦ Cǳƭƭ ŀƴŘ ƘŀƭŦ 5ǳǇƭŜȄ ƻǇŜǊŀǘƛƻƴ 

Wireless LAN  

ü IŀƭŦ Mini-card form factor  

ü ²ƛ-Cƛ улнΦмм .κDκb мȄм  

ü ²ƛ-Cƛ улнΦмм !κDκb нȄн 

ü t/L-9 ƛƴǘŜǊŦŀŎŜ 

Keyboard 

ü Integrated QWERTY keyboard W/ Hot key 

ü 83 UK / 84 US KEY K/B 

ü Multi-languages {ǳǇǇƻǊǘŜŘ 

Pointing Device 

ü t{κн ¢ƻǳŎƘ tŀŘ ǿƛǘƘ [ŜŦǘ ŀƴŘ wƛƎƘǘ /ƭƛŎƪ .ǳǘǘƻƴ ŀƴŘ ǎŎǊƻƭƭƛƴƎ .ŀǊ 

Storage 

SSD 

 SATA  8G/ 16G / 32G SSD MLC 
нΦрέ I55 

 Single-HDD for 2.5" 9.5mm SATA support  

 Support SATA 2.0 

 5400rpm support 

 250/320G 

LCD 

ü млΦмέ ǿƛǘƘ млнп·слл ό!ƴǘƛ-DƭŀǊŜύ 

ü млΦмέ ǿƛǘƘ мосс·тсуόI5ύ ό!ƴǘƛ-DƭŀǊŜύκƻǇǘƛƻƴ  

ü млΦмέ ǿƛǘƘ млнп·слл όIƛƎƘ .ǊƛƎƘǘƴŜǎǎύ ό!ƴǘƛ-DƭŀǊŜύκƻǇǘƛƻƴ 

Touch Screen 
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ü wŜǎƛǎǘƛǾŜ ǘȅǇŜ ό9¢¢κ/ŀǘŎƘŜǊύ 

ü /ŀǇŀŎƛǘƛǾŜ ǘȅǇŜ όb-ǘǊƛƎύ 

3.75G / WIMAX (Option) 

ü Wireless Broadband module support 

ü USB interface, Mini-card type 

ü HSPA/ modules support 

ü Connection Manager AP support for Broadband section 

ü HSPA module w/ 2 antenna support 

ü GPS Support (3G module support GPS function, GPS is an option feature) 

Battery Pack 

ü о ŎŜƭƭ όо{мtύ [ƛ-ƛƻƴ ōŀǘǘŜǊȅ ǇŀŎƪ 

 10.8V/ 2200mAH (3S1P), 3.6V/2200mAH LG cell 

ü с ŎŜƭƭ όо{нtύ [ƛ-ƛƻƴ ōŀǘǘŜǊȅ ǇŀŎƪ 

 10.8V/ 4400mAH (3S2P), 3.6V/2200mAH LG cell 

ü 6 cell (3S2P) Li-ion battery pack 

 10.8V/ 5200mAH (3S2P), 3.65V/2600mAH LG cell 

AC-Adapter 

ü !ǳǘƻƳŀǘƛŎǎ ±ƻƭǘŀƎŜ ŀŘƧǳǎǘƳŜƴǘ ōŜǘǿŜŜƴ млл ŀƴŘ нпл±!/ рлκслIȊΣ пл²ŀǘǘǎ 

 Manufacturer: Lite-On Technology Corp. 
Model: PA-1400-11 (AC 2 Pin) 

 Manufacturer: Shenzhen Huntkey Electric Co., Ltd. 
Model: HKA03619021-8C (AC 2 Pin) 

 Manufacturer: DELTA ELECTRONICS, INC. 
Model: ADP-40PH AB (AC 2 Pin) 
Model: ADP-40PH BB (AC 3 Pin) 

BIOS 

ü {ǳǇǇƻǊǘ tƴt ϧ !/tL нΦл 

ü {ǳǇǇƻǊǘ ŜȄǘŜǊƴŀƭ ¦{. ŦƭŀǎƘ ƳŜƳƻǊȅ ŎŀǊŘ ōƻƻǘ ǳǇΦ 

Physical Outline 

ü 5ƛƳŜƴǎƛƻƴΥ нсф Ȅ нлуΦр Ȅ олΦнϤосΦмƳƳ  ό²κh wǳōōŜǊ Cƻƻǘύ 

ü ²ŜƛƎƘǘΥ  

 10.1" W LCD /HDD/ CAM/ 6cell battery pack: 1.6 Kg  

 10.1" W LCD /HDD/ CAM/ 3cell battery pack: 1.5 Kg  

EMC 

ü /9Σ C//Σ /// 

RF 

ü C//ϧ{!w κ wϧ¢¢9 

Safety 

ü ¦[ κ /. 

Validation 

ü 9ƴŜǊƎȅ {ǘŀǊ /ƻƳǇƭƛŀƴŎŜ рΦн ό5ŜǎƛƎƴ ǊŜŀŘȅύ 

ü ±ƛōǊŀǘƛƻƴ ǘŜǎǘΥ aL[-{¢5-умлCκ9b-сллсу 

ü 5ǊƻǇ ǘŜǎǘΥ aL[-{¢5-умлC κD.κ¢пурт 

ü !ŎƻǳǎǘƛŎ ǘŜǎǘΥ  L{hотпрκL{hтттф 
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Attention: Teachers, Parents  
and Adult Supervisors 

This product is an educational tool designed for school children, ages 6 and up. There must be supervision 
by an adult on school children under 10 when using this Intel classmate PC - Convertible.  It is a must to 
have a thorough explanation to students on safe and proper handling of the Intel classmate PC - 
Convertible, power supply, battery pack, and power cord. 

 

Be sure to keep the power cord away from younger 
children 
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Please ensure that students understand the following: 

ü 9ƳǇƘŀǎƛȊŜ ǘƻ ǎǘǳŘŜƴǘǎ ǘƘŀǘ ǘƘƛǎ ŘŜǾƛŎŜ ƛǎ ŀƴ ŜŘǳŎŀǘƛƻƴŀƭ ǘƻƻƭ ŀƴŘ ƴƻǘ ŀ ǘƻȅΦ ¢ƘŜ ŎƻƳǇǳǘŜǊΣ ǇƻǿŜǊ 
ǎǳǇǇƭȅΣ ōŀǘǘŜǊȅ ǇŀŎƪ ƻǊ ǇƻǿŜǊ ŎƻǊŘ ǎƘƻǳƭŘ ƴƻǘ ōŜ ŘǊƻǇǇŜŘΣ ŎǊǳǎƘŜŘΣ ǎǘŜǇǇŜŘ ƻƴ ƻǊ ƻǘƘŜǊǿƛǎŜ ŀōǳǎŜŘΦ 

ü 9ƴǎǳǊŜ ǎǘǳŘŜƴǘǎ ǳƴŘŜǊǎǘŀƴŘ ǘƘŜ ǎŀŦŜ ŀƴŘ ǇǊƻǇŜǊ ƘŀƴŘƭƛƴƎ ƻŦ ǇƻǿŜǊ ŎƻǊŘ ŀƴŘ ǇƻǿŜǊ ǎǳǇǇƭȅΦ aƛǎǳǎŜ 
ŎƻǳƭŘ ǊŜǎǳƭǘ ƛƴ ǎŜǊƛƻǳǎ ƛƴƧǳǊȅΦ   

ü ¢ƘŜ ǘŜŀŎƘŜǊΣ ǇŀǊŜƴǘ ƻǊ ŀŘǳƭǘ ǎǳǇŜǊǾƛǎƻǊ ǎƘƻǳƭŘ ǇŜǊƛƻŘƛŎŀƭƭȅ ƛƴǎǇŜŎǘ ǘƘŜ ŎƻƳǇǳǘŜǊΤ ǇƻǿŜǊ ǎǳǇǇƭȅ ŀƴŘ 
ǇƻǿŜǊ ŎƻǊŘ ŦƻǊ ŘŀƳŀƎŜ ŀƴŘ ǊŜǇƭŀŎŜ ƛǘΣ ƛŦ ƴŜŎŜǎǎŀǊȅΦ 

ü {ǘǳŘŜƴǘǎ ǎƘƻǳƭŘ ǊŜǇƻǊǘ ŀƴȅ ŘŀƳŀƎŜ ƻǊ ƭƻƻǎŜ ǇŀǊǘǎ ǘƻ ǘƘŜƛǊ ǘŜŀŎƘŜǊΣ ǇŀǊŜƴǘ ƻǊ ŀŘǳƭǘ ǎǳǇŜǊǾƛǎƻǊΣ 
ƛƳƳŜŘƛŀǘŜƭȅΦ 

ü 5ƻ ƴƻǘ ƭŜŀǾŜ ǘƘŜ t/ ǇƭǳƎƎŜŘ ƛƴ ƻǊ άƻƴέ ǿƘŜƴ ŜƴŎƭƻǎŜŘ ƛƴ ŀ ƴƻƴ-ǾŜƴǘŜŘ ŎƻƴǘŀƛƴŜǊΣ ǎǳŎƘ ŀǎ ŀ ǎŎƘƻƻƭ 
ōŀŎƪǇŀŎƪΣ ŀǎ ƻǾŜǊƘŜŀǘƛƴƎ Ƴŀȅ ƻŎŎǳǊΦ 

ü Lǘ ƛǎ ǊŜŎƻƳƳŜƴŘŜŘ ǘƘŀǘ ǎǘǳŘŜƴǘǎ ǎƘƻǳƭŘ ǘŀƪŜ ŀ р ƳƛƴǳǘŜ ōǊŜŀƪ ŜǾŜǊȅ ол ƳƛƴǳǘŜǎ ƻŦ ǳǎŜΦ 

Safety Precautions 
The following are lists of precautionary measure the students must understand before using this computer 
inside the classroom or home environment: 

 
1. Do not place near the fire or other sources of heat. 
2. Do not expose to magnetic fields. 
3. Do not expose to direct sunlight. 
4. Do not expose to rain or moisture. 
5. Do not place heavy objects to add heavy pressure on the computer. 
6. Do not drop the computer. 

Caring for your Computer 

To reduce the risk of electric shock when connecting external peripherals 
such as printer, communication network, antenna, LAN, etc.,. 

ü 5ƛǎŎƻƴƴŜŎǘ ǇƻǿŜǊ ŦǊƻƳ ǘƘŜ ŎƻƳǇǳǘŜǊ ōȅ ǳƴǇƭǳƎƎƛƴƎ ǘƘŜ ǇƻǿŜǊ ŎƻǊŘ ŦǊƻƳ ǘƘŜ !/ ƻǳǘƭŜǘ όƴƻǘ ōȅ 
ǳƴǇƭǳƎƎƛƴƎ ǘƘŜ ǇƻǿŜǊ ŎƻǊŘ ŦǊƻƳ ǘƘŜ ŎƻƳǇǳǘŜǊύΦ 

ü .Ŝ ǎǳǊŜ ƴƻǘ ǘƻ ŎƭŜŀƴ ǘƘŜ ŎƻƳǇǳǘŜǊ ǿƘŜƴ ƛǘ ƛǎ ǇƭǳƎƎŜŘ ƛƴǘƻ ŀ ǿŀƭƭ ǎƻŎƪŜǘΦ 

ü ²ƘŜƴ ŎƭŜŀƴƛƴƎ ǘƘŜ ǳƴƛǘΣ ŎƭŜŀƴ ƻƴƭȅ ǿƛǘƘ ŀ ŘŀƳǇ ǎƻŦǘ ŎƭƻǘƘΦ 5ƻ ƴƻǘ ǇƻǳǊ ƭƛǉǳƛŘ ƻƴǘƻ ǘƘŜ ǳƴƛǘΦ 

ü 5ƻ ƴƻǘ ŎƭŜŀƴ ǿƘƛƭŜ ǘƘŜ ŎƻƳǇǳǘŜǊ ƛǎ άƻƴέ ƻǊ ǇƭǳƎƎŜŘ ƛƴǘƻ ŀ ǿŀƭƭ ǎƻŎƪŜǘΦ 

ü /ŀǳǘƛƻƴ ǎǘǳŘŜƴǘǎ ǘƻ ŀǾƻƛŘ ǳǎƛƴƎ ǘƘƛǎ ŘŜǾƛŎŜ ǳƴŘŜǊ ǿŜǘ ŎƻƴŘƛǘƛƻƴǎ ŀƴŘ ŀƭǎƻ ǘƻ ǇǊƻǘŜŎǘ ǘƘŜ ǳƴƛǘ ǿƘŜƴ 
ŎŀǊǊȅƛƴƎ ǳƴŘŜǊ ǘƘƛǎ ŎƻƴŘƛǘƛƻƴΦ    

ü .Ŝ ǎǳǊŜ ǘƘŜ ǘƻǳŎƘ ǇŀŘ ŘƻŜǎ ƴƻǘ ŎƻƳŜ ƛƴǘƻ ŎƻƴǘŀŎǘ ǿƛǘƘ ŘƛǊǘΣ ƭƛǉǳƛŘǎΣ ƻǊ ƎǊŜŀǎŜΦ 

ü tƻǿŜǊ ŎƻƴƴŜŎǘƛƻƴ Ƴǳǎǘ ōŜ ǊŜƳƻǾŜŘ ōŜŦƻǊŜ ƛƴǎǘŀƭƭƛƴƎ ǎƛƎƴŀƭ ŎŀōƭŜǎΣ ǿƘŜƴŜǾŜǊ ƛǘ ƛǎ ŦǳƴŎǘƛƻƴŀƭƭȅ ŀƴŘ 
ƭŜƎŀƭƭȅ ŀƭƭƻǿŜŘΦ 

ü tƻǿŜǊ ŎƻǊŘǎ Ƴǳǎǘ ōŜ ǊŜŎƻƴƴŜŎǘŜŘ ƻƴƭȅ ŀŦǘŜǊ ŀƭƭ ǎƛƎƴŀƭ ƛƴǘŜǊŎƻƴƴŜŎǘƛƻƴǎ ƘŀǾŜ ōŜŜƴ ŎƻƳǇƭŜǘŜŘΦ 

 



 

ZYGO-USA Optimist MMX-3 9 NL-3 Userôs Manual 

 

Agency Regulatory Notices 

Federal Communications Commission Notice 
You are cautioned that changes or modifications not expressly approved by the party responsible for 
compliance could void your authority to operate the equipment.  

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) 
this device may not cause harmful interference and (2) this device must accept any interference received, 
including interference that may cause undesired operation. 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 
part 15 of the FCC rules.  

These limits are designed to provide reasonable protection against harmful interference in a residential 
installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and 
used in accordance with the instructions, may cause harmful interference to radio communications.  

However, there is no guarantee that interference will not occur in a particular installation. If this equipment 
does cause harmful interference to radio or television reception, which can be determined by turning the 
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equipment off and on, the user is encouraged to try to correct the interference by one or more of the 
following measures:  

ü wŜƻǊƛŜƴǘ ƻǊ ǊŜƭƻŎŀǘŜ ǘƘŜ ǊŜŎŜƛǾƛƴƎ ŀƴǘŜƴƴŀΦ 

ü LƴŎǊŜŀǎŜ ǘƘŜ ǎŜǇŀǊŀǘƛƻƴ ōŜǘǿŜŜƴ ǘƘŜ ŜǉǳƛǇƳŜƴǘ ŀƴŘ ǘƘŜ ǊŜŎŜƛǾŜǊΦ 

ü /ƻƴƴŜŎǘ ǘƘŜ ŜǉǳƛǇƳŜƴǘ ƛƴǘƻ ŀƴ ƻǳǘƭŜǘ ƻƴ ŀ ŎƛǊŎǳƛǘ ŘƛŦŦŜǊŜƴǘ ŦǊƻƳ ǘƘŀǘ ǘƻ ǿƘƛŎƘ ǘƘŜ ǊŜŎŜƛǾŜǊ ƛǎ 
ŎƻƴƴŜŎǘŜŘΦ 

ü /ƻƴǎǳƭǘ ǘƘŜ ŘŜŀƭŜǊ ƻǊ ŀƴ ŜȄǇŜǊƛŜƴŎŜŘ ǊŀŘƛƻ ƻǊ ǘŜƭŜǾƛǎƛƻƴ ǘŜŎƘƴƛŎƛŀƴ ŦƻǊ ƘŜƭǇΦ 

 

 
¢Ƙƛǎ ǘǊŀƴǎƳƛǘǘŜǊ Ƴǳǎǘ ƴƻǘ ōŜ Ŏƻ-ƭƻŎŀǘŜŘ ƻǊ ƻǇŜǊŀǘƛƴƎ ƛƴ ŎƻƴƧǳƴŎǘƛƻƴ ǿƛǘƘ ŀƴȅ ƻǘƘŜǊ ŀƴǘŜƴƴŀ ƻǊ ǘǊŀƴǎƳƛǘǘŜǊΦ 

Modifications 

The FCC requires the user to be notified that any changes or modifications made to this device that is not 
ŜȄǇǊŜǎǎƭȅ ŀǇǇǊƻǾŜŘ ōȅ ǘƘŜ aŀƴǳŦŀŎǘǳǊŜ Ƴŀȅ ǾƻƛŘ ǘƘŜ ǳǎŜǊΩǎ ŀǳǘƘƻǊƛǘȅ ǘƻ ƻǇŜǊŀǘŜ ǘƘŜ ŜǉǳƛǇƳŜƴǘΦ 

Connections to Peripheral Devices 

Connections to this device must be made with shielded cables with metallic RFI/EMI connector hoods to 
maintain compliance with FCC Rules and Regulations. 

SAR Exposure 

Intel classmate PC - Convertible has been tested for and found to be in compliance with FCC RF Exposure Limit. 
During extended periods of use the integrated antenna located at the top left corner of the display screen 
should be positioned at least 20cm from users or nearby persons. 

Declaration of Conformity 

This device complies with Part 15 the FCC Rules. Operation is subject to the following two conditions: (1) this 
device may not cause harmful interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation. 

European Notice 

Products with the CE Marking comply with both the EMC Directive (2004/108/EC) and the Low Voltage 
Directive (2006/95/EC) and R&TTE Directive (1999/5/EC) issued by the Commission of the European 
Community. 

Compliance with these directives implies conformity to the following European Norms: 

ü 9bррлннΥ нллсΣ /[!{{ . 

ü 9bсмллл-о-нΥ нллсΣ /[!{{ 5 

ü 9bсмллл-о-оΥ мффрҌ!мΥ нллмҌ!нΥ нллр 

ü 9bррлнпΥ мффуҌ!мΥ нллмҌ!нΥ нлло 

ü L9/смллл-п-нΥ нллм 95Φ мΦн 

ü L9/смллл-п-оΥ нллс 95Φ оΦл 

ü L9/смллл-п-пΥ нллп 95Φ нΦл 

ü L9/смллл-п-рΥ нллр 95Φ нΦл 

ü L9/смллл-п-сΥ нллс 95Φ нΦн 

ü L9/смллл-п-уΥ нллм 95Φ мΦм 

ü L9/смллл-п-ммΥ нллп 95Φ нΦл 

ü 9b олл ону-нΣ 9b олл ону-мΣ 9b олм пуф-мΣ 9b олм пуф-мт ό9¢{L олл онуΣ 9¢{L олм пуфύ 9ƭŜŎǘǊƻ-
ƳŀƎƴŜǘƛŎ /ƻƳǇŀǘƛōƛƭƛǘȅ ŀƴŘ wŀŘƛƻ {ǇŜŎǘǊǳƳ aŀǘǘŜǊΦ 

ü 9bслфрл όL9/слфрлύ LΦ¢Φ9Φ tǊƻŘǳŎǘ {ŀŦŜǘȅ 

Canadian Notice 

This digital apparatus does not exceed the Class B limits for radio noise emissions from digital apparatus as set 
out in the radio interference regulations of the Canadian Department of Communications. 

Le present appareil numerique nemet pas de bruits radioelectriques depassant les limites applicables aux 
appareils numeriques de Classe B prescrites dans le reglement sur le brouillage radioelectrique edicte par le 
Ministere des Communications du Canada. 

Attachment Limitations Statement 
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This equipment meets telecommunications network protective, operational and 
safety requirements as prescribed in the appropriate Terminal Equipment Technical Requirements document(s).  

This is confirmed by marking the equipment with the Industry Canada certification number. The Department 
does not guarantee the equipment will operate to the user's satisfaction. 

 

Before installing this equipment, users should ensure that it is permissible to be connected to the facilities of 
the local telecommunications company.  

The equipment must also be installed using an acceptable method of connection. The customer should be 
aware that compliance with the above conditions may not prevent degradation of service in some situations. 

Repairs to certified equipment should be coordinated by a representative designated by the supplier. Any 
repairs or alterations made by the user to this equipment, or equipment malfunctions, may give the 
telecommunications company cause to request the user to disconnect the equipment. 

Users should ensure for their own protection that the electrical ground connections of the power utility, 
telephone lines and internal metallic water pipe system, if present, are connected together. This precaution 
may be particularly important in rural areas. 

 

Users should not attempt to make such connections themselves, but should 
contact the appropriate electric inspection authority, or an electrician, as appropriate. 

Power Cord Requirement 

The power cord supplied with the AC adapter should match the plug and voltage requirements for your local 
area. Regulatory approval for the AC adapter has been obtained using the power cord for the local area.  

However, if you travel to a different area and need to connect to a different outlet or voltage, you should use 
one of the power cords listed below. To purchase a power cord (including one for a country not listed below) 
or a replacement AC adapter, contact your local dealer. 

U.S. and Canada 

ü The cord set must be UL/ETL-Listed and CSA-Certified or UL/C-ETL Listed. 

ü The minimum specifications for the flexible cord are (1) No. 18 AWG, (2) Type SPT-2, and (3) 2-
conductor. 

ü The cord set must have a rated current capacity of at least 7A. 

ü The attachment plug must be NEMA 1-15P (7A, 125V) configuration. 

Other Countries 

ü The cord set fittings must bear the certification mark of the agency responsible for evaluation in a 
specific country. Acceptable agencies are: 

Ò CCC (China) 

ü The flexible cord must be of a HAR (harmonized) type HO5VV-F 3-conductor cord with a minimum 
conductor size of 0.03 square inches. 

ü The minimum specification for the flexible cord for Class II product are: (1) 2X0.75 mm
2
 conductors, (2) 

2-conductor cord. 

ü The cord set must have a current capacity of at least 10 A and a nominal voltage rating of 125 / 250 
VAC. 

This model is designed to use with the following AC Adapter model only. 

ü Manufacturer: Lite-On Technology Corp. 

 Model: PA-1400-11 (AC 2 Pin) 

ü Manufacturer: Shenzhen Huntkey Electric Co., Ltd. 

 Model: HKA03619021-8C (AC 2 Pin) 

ü Manufacturer: DELTA ELECTRONICS, INC. 

 Model: ADP-40PH AB (AC 2 Pin) 

 Model: ADP-40PH BB (AC 3 Pin) 

 

Battery Pack Safety 

ü The battery pack is intended to use only with this notebook. 
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ü Only qualified service technicians should replace the battery pack. 

ü Do not disassemble the pack. 

ü Do not dispose of the battery pack in fire or water. 

ü To avoid risk of fire, burns, or damage to your battery pack, does not allow a metal object to touch 
the battery contacts. 

ü Handle a damaged or leaking battery with extreme care. If you come in contact with the electrolyte, 
wash the exposed area with soap and water. If it contacts the eye, flush the eye with water for 15 
minutes and seek medical attention. 

ü Do not charge the battery pack if the ambient temperature exceeds 45ᴈ (113ᴌ). 

ü To obtain a replacement battery, contact your local dealer. 

ü Do not expose the battery pack to high storage temperatures (above 60ᴈ, 140ᴌ). 

ü When discarding a battery pack, contact your local waste disposal provider regarding local restrictions 
on the disposal or recycling of batteries. 

ü Use only supplied AC Adapter for charging. 

Danger of explosion if battery is incorrectly replaced. Only qualified service 
technicians should replace and discard the battery pack. Replace only with same or equivalent type 
ǊŜŎƻƳƳŜƴŘŜŘ ōȅ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΦ 5ƛǎŎŀǊŘ ǳǎŜŘ ōŀǘǘŜǊƛŜǎ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ƻǊ 
local laws. 

Lithium battery warning / Bridge battery warning 

This computer contains a lithium battery to power the clock and calendar circuitry. 

This part is hot. Be careful. 

When you see this symbol, be careful as this spot may be very hot. 
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Getting To Know The Basics 
 
 

Welcome! 
Your Intel classmate PC - Convertible features the latest advances in portable computing technology. This 
guide is intended to get you started and introduce the features of the applications included with the Intel 
classmate PC ς Convertible. These procedures are intended for new PC users like school kids to help them get 
started.  
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Touring the Computer 

Opening the LCD Panel 

 

Never try to use this computer with the battery removed thus exposing the 
battery compartment which might cause hazardous accidents to kids if it is only powered by an AC adapter.  

The Intel classmate PC - Convertible also features a rugged design that 
helps protect the computer from scratches and light falls. Please be careful when handling your computer 
and recommended not to let the computer fall from high places. 

To avoid damage to the display panel: 
1. Try not to slam the display upon closing it. 
2. Try not to place any object on top when it is closed or open. 
3. Be sure the system is turned off or in suspend mode before you close the display panel. 

With the LCD screen open, you will see several features important for operating your Intel classmate PC - 
Convertible. 

Front View 

 

1. Built-in Rotating Camera 

Use the Built-in rotating camera for video conference. 

Built-in Rotating Camera 
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The built-in rotating camera can rotate from -35 ~ +200 degrees. You can rotate the built-in rotating 
camera back and forth using on both sides of the display panel. 

 

The built-in rotating camera must be returned to its original position for the display panel to close properly. 

2. LCD Display 

The panel is where the system content is displayed. 

3. Power/Suspend Button 

 Press momentarily to turn on the system.  

 Press the power/suspend button again to return from the suspend mode.  

4. LED Status Indicator 

The LED Status Indicator displays the operating status of your Intel classmate PC - Convertible. When 
a certain function is enabled, the LED will light up. The following section describes each indicator. 

System and Power Status Indicators 

 

LED 
Graphic 
Symbol 

Indication 

 
Blue light indicates the numeric keypad is activated. 

 
Blue light indicates the cap-lock is activated. 

 
Blue light indicates the is reading/writing data. 

 
Blue light indicates the WLAN module is active. 

 

The battery LED reflects according to the following status: 

 Blue light indicates the battery is fully charged and the AC Adapter is plugged in. 

 Orange light indicates the battery power is low. 

5. Built-in Microphone 

The microphone is used when you are having an audio/video conference with the other party. 
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6. Home 

Press this button twice to launch the quick menu display panel when the computer is turned to tablet 
mode.  

 

Quick Menu 

   

ü Brightness Control ς Decrease or increase the screen brightness after you click the + / - key. 

ü Volume Control ς Decrease or increase the volume when you click on the + / - key. 

ü Switch Display ς This function applies when you are connecting a projector. 

ü 90 Degrees Counter Clockwise Rotation ς The LCD display will rotate in a counter clockwise position. 

ü 90 Degrees Clockwise Rotation ς The LCD display will rotate in a clockwise position. 

ü 180 Degrees Rotation ς The screen will rotate at 180 degrees direction. 

ü Auto Rotation ς When this function is selected, the screen will automatically rotate after you rotated 
the LCD display.  

This function only applies when the computer is in tablet mode. 

7. Camera Button 

Press this button to take picture. 

Press this button once to enable and pop up the webcam application. 
Press this button twice to capture video. 

8. TouchPad 

The touch pad is a built-in pointing device with functions similar to a mouse. 

9. Touchpad Buttons 

Works like the two buttons on an ordinary mouse. 

Spill-Resistances Precautionary Measures on Keyboard, Power Button and Touch pad Buttons 

The Intel classmate PC - Convertible features a spill-resistance function on keyboard, power button 
and touch pad buttons to ensure greater protection against spills in the classroom or anywhere.  

These are the ways to avoid damage to your system: 

ü Save all important documents within 3-minutes. 

ü tƻǿŜǊ ƻŦŦ ǘƘŜ ǎȅǎǘŜƳ ƛƴ ƴƻǊƳŀƭ ǇǊƻŎŜŘǳǊŜ ό/ƭƛŎƪ άStartέ            άShut downέύΣ ǳƴǇƭǳg the AC adapter 
then remove the battery. 

ü Tilt the system to the leftmost or rightmost position and gently wipe the liquid on the keyboard 
(Remember not to press the keyboard). 
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ü Power On the system after letting it dry up for four hours. 

These procedures only apply for spill resistances keyboard, power button and touchpad buttons. 

Please take note that it can cause  a severe damage to the system if 
the user uses the abnormal procedure (pressing the Ctrl-Alt-Del key combination) and forcibly shut 
down the system. 

 

Left Views 

 

1. External Monitor Port 

Use this port to connect to an external monitor. 

2. HDMI Port (USB 2.0 port is option, either one) 

Compact audio/video interface for transmitting uncompressed digital data. 

3. USB 2.0 Port 

This port conforms to the latest USB2.0 plug-and-play standards. 

4. Ventilation Opening 

The ventilation opening allows the computer to cool off and prevent overheating. Do not block this 
opening when the computer is turned on. 
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5. 2 in 1 CardReader 

Supports SDHC /  MMC memory card. 

Right View 

 
1. Stylus Pen Slot 

The stylus pen for the touch screen is stored here. 

2. Stereo Headphone Jack 

Use the headphone jack to connect an external headphone set.  

3. Microphone Jack  

Use the microphone jack to connect an external microphone. 

4. USB 2.0 Ports 

This port conforms to the latest USB2.0 plug-and-play standards. 

5. Ethernet / LAN Port 

When using a LAN, please use an EMI Shielding Cable to minimize an 
interference when transmitting.  

6. Power Jack (DC-in) 

The DC-out jack of the AC Adapter connects here and power on the computer. 
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Rear View 

 
1. Handle 

Use the handle to carry the computer. 

2. Name Field 

Place your name tag here. 

3. LCD Display Rotating Bar 

This bar is used to rotate the LCD display. 

4. Scroll Bar 

Use the scroll bar when the system is in tablet mode. 

Ò Scroll from left to right: for scrolling up function 
Ò Scroll from right to left: for scrolling down function 

5. Kensington Security Slot 

Attach a Kensington lock to this slot to secure your computer to a fixed location. 

Bottom View 

 

1. Battery Bay 

This compartment contains the battery pack for your system. 

2. Battery Release Latch/Lock Latch 

Slide this latch to release or lock the battery from the battery bay. 

3. Handle 

Use this to carry the computer. 

 
 
 


